
RJ45 Patchkabel –
die ideale Lösung für Ihre Anwendung

Patchkabel von METZ CONNECT sind die ideale Lösung für Ihre Anwen-

dung in der strukturierten Gebäudeverkabelung. Unsere hochwertigen 

Patchkabel sind immer dort im Einsatz, wo es um Hochgeschwindig-

keits-Datenübertragung in lokalen Netzwerken (LAN) geht. 

Die Entscheidung, welches Kupfer Patchkabel eine ideale Lösung für die 

Anbindung von Endgeräte ist, hängt von vielen Faktoren ab: Einsatzum-

gebung; Strapazierbarkeit und Übertragungsgeschwindigkeit sind nur 

einige Faktoren die ausschlaggebend sind. Wie auch immer Sie sich ent-

scheiden, mit Kupfer Patchkabeln von METZ CONNECT, optimal zuge-

schnitten auf die Anforderung aller Strukturebenen lokaler Netzwerke, 

sind Sie auf der zukunftssicheren Seite! 

RJ45 patch cords –
the ideal solution for your application

Patch cords from METZ CONNECT provide the perfect solution to your 

application in structured building cabling. Our high-quality patch cords 

are always used where high-speed data transmission in local area net-

works (LAN) is required. 

The decision on which copper patch cord is the ideal solution for connec-

ting end devices depends on several factors: The application area, durabi-

lity, and transmission speed are just some of the crucial factors. Whatever 

you decide, with copper patch cords from METZ CONNECT, optimally 

tailored to the requirements of all structural levels of local networks, you 

are sure to be well-prepared for the future!

NOW 
new with
wrap-around label

& 10pcs packing



Bushing color and cable color 
= always black

13084F -E00

Length

X X
IP67(V6) - IP67 (V6) = 
141N113K13K

RJ45 IP20 - IP67(V6) = 
141N113K100

RJ45 IP20 - RJ45 IP20 = 
141N1100100

142M2X55010 = 1 m

142M2X55030 = 3 m

142M2X55050 = 5 m

142M2X55100 = 10 m

Variant 1

Length

X X

Length

X X

Length

X X

Other cable lengths on requestVariant 2 Variant 3XX = Length

03 = 0.3 m
05 = 0.5 m
10 = 1.0 m
20 = 2.0 m
30 = 3.0 m

50 = 5.0 m
70 = 7.0 m
95 = 9.5 m
A0 = 10.0 m
A5 = 15.0 m

A9 = 19.0 m 
B0 = 20.0 m
B5 = 25.0 m
C9 = 39.0 m

PRODUCT NAME

Dimensional drawing / product image

GENERAL DATA

Design

Cable structure

Suitable for 

TRANSMISSION-RELATED PROPERTIES

Category (ISO)

Class (ISO/IEC)

Remote Powering

Transmission speed up to

Cable structure

MATERIALS AND MATERIAL PROPERTIES

Wiring

Cable cross-section AWG

Cable sheath diameter [mm]

Bending radius

Material – cable sheath

Marking possibility

OTHER

Temperature mode °C [min.- max.]

Special features

Approvals

Certifications

Standard lengths (m) 

Colors

Types of packaging

ORDER NUMBER CODE

PATCH CORD 6kV FLEX500 OUTDOOR AWG24 PUR S/UTP

 RJ45 patch cable – Ideal for the integration of  
terminal devices in outdoor areas or control cabinets 

Office, home, industry networks, control cabinet, outdoor

Voice, data, audio/video and/or PoE signals

5e

 EA Channel-Link according to ISO/IEC 11801-1, DIN EN 50173-1

PoE; PoE plus; UPoE

10 GBit IEEE 802.3an

 S/UTP

 1 - 1

 AWG 24/7

8.0 mm

40.0 mm

  PUR LSHF (FRNC)

both sides wrap label, length and article no. printed

(-40 °C to +70 °C)
Oil-, UV-resistant, moving applications; 6KV surge voltage test (according to  

DIN EN 60664-1) when installed in meter panel and electrical distribution boards

CE, RoHS

- 

1; 2; 3; 5; 10; 20 (further lengths via our cable configurator or on request; max. 40 m)

black

1 piece / polybag (-E)

E-DAT INDUSTRY PATCH CORD RJ45

RJ45 patch cable – single or double sided with V6 connector housing – 
Ideal for connecting devices in industrial environments 

Industry networks

Voice, data, audio/video and/or PoE signals

6

 E

PoE; PoE plus, UPoE

1 GBit IEEE 802.3ab

S/FTP

 1 - 1

AWG 26/7

5.8 mm

17.4 mm

PUR LSHF

-

(-20 °C to 60 °C)

Oil resistant, V6 plug protection

CE, RoHS

-

1; 2; 3; 5; 10; 20 (further lengths via our cable configurator or request)

yellow

1 piece / polybag (-E)

INDUSTRY PATCH CORD RJ45

RJ45 patch cable – Ideal for connecting or  
integrating of devices in industrial environment 

Industry networks

Voice, data, audio/video and/or PoE signals

 6A

EA

PoE; PoE plus; UPoE

10 GBit IEEE 802.3an

S/FTP

1 - 1 Profinet

AWG 26/7

6.4 mm

24.4 mm

PUR LSHF

Marking insert carrier

(-40 °C to 70 °C)

Oil resistant, detent lever protection, overmolded connector 

CE, RoHS

-

1; 2; 3; 5; 10; 20 (further lengths via our cable configurator or on request; max. 40 m)

green 

1 piece / polybag (-E)



Length

130845 -EX X Y Z

Color

Y = bushing color

0 = black
3 = gray
4 = blue
5 = green
6 = red
7 = yellow
8 = white

Z = cable color

0 = black
1 = orange 
2 = heather violet 
3 = gray
4 = blue

5 = green
6 = red
7 = yellow
8 = white
9 = blue violet

Y = bushing color

0 = black
3 = gray
8 = white

Z = cable color

0 = black
3 = gray
8 = whiteLength

13084U -EX X Y Z

Color

XX = Length

03 = 0.3 m
05 = 0.5 m
10 = 1.0 m
20 = 2.0 m
30 = 3.0 m

50 = 5.0 m
70 = 7.0 m
95 = 9.5 m
A0 = 10.0 m
A5 = 15.0 m

A9 = 19.0 m 
B0 = 20.0 m
B5 = 25.0 m
C9 = 39.0 m

PRODUCT NAME

Dimensional drawing / product image

GENERAL DATA

Design

Cable structure

Suitable for 

TRANSMISSION-RELATED PROPERTIES

Category (ISO)

Class (ISO/IEC)

Remote Powering

Transmission speed up to

Cable structure

MATERIALS AND MATERIAL PROPERTIES

Wiring

Cable cross-section AWG

Cable sheath diameter [mm]

Bending radius

Material – cable sheath

Marking possibility

OTHER

Temperature mode °C [min.- max.]

Special features

Approvals

Certifications

Standard lengths (m) 

Colors

Types of packaging

ORDER NUMBER CODE

PATCH CORD CAT.6A AWG 26

 RJ45 patch cable – Ideal for integration or 
connection of network components

Office, home, data center networks

Voice, data, audio/video and/or PoE signals

 6A

 EA 

PoE; PoE plus; UPoE

10 GBit IEEE 802.3an

S/FTP

1 - 1

 AWG 26/7

6.2 mm

24.8 mm

 LSHF (LSOH) 

double-sided wrap-around label, 3 lines of 15 alphanumeric characters each (on request)

(-20 °C to +60 °C)

Detent lever protection, halogen-free 

CE, RoHS

GHMT PVP

1; 2; 3; 5; 10; 20 (further lengths via our cable configurator or request)

black, gray, blue, green, red, yellow, white, black-orange, erica violet, blue violet 

1 piece / polybag (-E); 10 pieces / polybag (-Z) 

PATCH CORD CAT.6 ULTRAFLEX500 VOIP AWG 26

RJ45 patch cable – Optimal solution in case of lack of space for the 
integration of network components such as VoIP end devices

Office, home networks

Voice, data, audio/video and/or PoE signals

6

 EA

PoE; PoE plus; UPoE

10 GBit IEEE 802.3an

S/FTP

1 - 1 

 AWG 26/7

6.0 mm

10 mm

LSHF (LSOH)

double-sided wrap-around label, length and article no. printed

(-40 °C to +70 °C)

up to 8500 motion cycles, very short bend protection sleeve 

CE, ROHS

-

1; 2; 3; 5; 10; 20 (further lengths via our cable configurator or request) 

black, gray, white

1 piece / polybag (-E)



Length

13084C -EX X Y Z

Color

Y = bushing color

0 = black
3 = gray
4 = blue
5 = green
6 = red
7 = yellow
8 = white

Z = cable color

0 = black
3 = gray
4 = blue
5 = green

6 = red
7 = yellow
8 = white Length

13084G -E20 Y Z

Color

Y = bushing color

0 = black
3 = gray
4 = blue
5 = green
6 = red
7 = yellow
8 = white

Z = cable color

0 = black
1 = orange 
2 = heather violet 
3 = gray
4 = blue

5 = green
6 = red
7 = yellow
8 = white
9 = blue violet

Bushing color and cable color 
= always yellow

Length

13084H -EX X 77XX = Length

03 = 0.3 m
05 = 0.5 m
10 = 1.0 m
20 = 2.0 m
30 = 3.0 m

50 = 5.0 m
70 = 7.0 m
95 = 9.5 m
A0 = 10.0 m
A5 = 15.0 m

A9 = 19.0 m 
B0 = 20.0 m
B5 = 25.0 m
C9 = 39.0 m

PRODUCT NAME

Dimensional drawing / product image

GENERAL DATA

Design

Cable structure

Suitable for 

TRANSMISSION-RELATED PROPERTIES

Category (ISO)

Class (ISO/IEC)

Remote Powering

Transmission speed up to

Cable structure

MATERIALS AND MATERIAL PROPERTIES

Wiring

Cable cross-section AWG

Cable sheath diameter [mm]

Bending radius

Material – cable sheath

Marking possibility

OTHER

Temperature mode °C [min.- max.]

Special features

Approvals

Certifications

Standard lengths (m) 

Colors

Types of packaging

ORDER NUMBER CODE

PATCHKABEL CAT.6A AWG 27 cULus

 RJ45 patch cable – Ideal for integration or 
connection of network components

Office, home, data center networks

Voice, data, audio/video and/or PoE signals

 6A

 EA 

PoE; PoE plus; UPoE

10 GBit IEEE 802.3an

S/FTP

1 - 1 

 AWG 27/7

6.0 mm

30 mm 

 LSHF (LSOH) 

-

(-20 °C to +60 °C)

Detent lever protection, halogen-free

CE, ROHS

 DUXR.E178484, DUXR.E178484, UL 444

1; 2; 3; 5; 10; 20 (further lengths via our cable configurator or request)

black, gray, blue, green, red, yellow, white

1 piece / polybag (-E)

PATCH CORD 25G AWG 26 

 RJ45 patch cable – Ideal for integration or 
connection of network components

Data center networks

Voice, data, audio/video and/or PoE signals

 6A

 EA 

PoE; PoE plus; UPoE

 25 GBit IEEE 802.3bq

S/FTP

1 - 1 

 AWG 26/7

6.0 mm

24 mm 

 LSHF (LSOH) 

-

(-20 °C to +60 °C)

Detent lever protection, halogen-free

CE, ROHS

-

Standard length: 2 m (no further standard lengths available for 25 GBit)

black, gray, blue, green, red, yellow, white, black-orange, erica violet, blue violet

1 piece / polybag (-E)

PATCH CORD 40G AWG 26

 RJ45 patch cable – Ideal for the connection of 
network components in bandwidth-intensive networks up to 40 GBit

Data center networks

Voice, data, audio/video and/or PoE signals

 8.1 

 I 

PoE; PoE plus; UPoE, 4PPoE, HDBaseT

40 GBit IEEE 802.3bq 

 S/FTP

1 - 1 

 AWG 26/7

6.2 mm

24.8 mm

 LSHF (LSOH) 

-

(-20 °C to +60 °C)

Detent lever protection, halogen-free

CE, ROHS

-

0.5; 1; 1.5; 2; 3; 5 (further lengths via our cable configurator or request)

yellow

1 piece / polybag (-E)



Configure your own individual patch cord with our

Patch cord configurator

www.metz-connect.com/configurator
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METZ CONNECT GmbH

Im Tal 2
78176 Blumberg  
Germany

Phone +49 7702 533-0
Fax +49 7702 533-189

info@metz-connect.com
www.metz-connect.com

METZ CONNECT USA Inc.

200 Tornillo Way 
Tinton Falls, NJ 07712 
USA
Phone + 1-732-389-1300 
Fax + 1-732-389-9066 

METZ CONNECT France SAS

28, Rue Schweighaeuser 
67000 Strasbourg 
France
Phone + 33 38 86 170 73 
Fax + 33 38 86 194 73

METZ CONNECT Austria GmbH 
c/o German chamber of commerce 
in Austria

Schwarzenbergplatz 5, Top 3/1 
1030 Vienna 
Austria
Phone + 43 1 227 12 64 
Fax + 43 1 227 12 66 

METZ CONNECT Zhongshan Ltd.
Ping Chang Road 
Ping Pu Industrial Park 
Sanxiang Town 
Zhongshan City, 528 463 
Guangdong Province 
China
Phone + 86 760 86365 055 
Fax + 86 760 86365 050 

METZ CONNECT Asia Pacific Ltd.

Suite 1803, 18/F 
Chinachem Hollywood Centre, 
1 Hollywood Road, Central 
Hongkong
Phone + 852 26 027 300 
Fax + 852 27 257 522


